
TRASH GUARD PLUS®   
STORMWATER  
PRETREATMENT DEVICE
PATENTED STORMWATER  

PRETREATMENT FOR CAPTURING DEBRIS,  

SEDIMENT AND FLOATABLES

The Trash Guard Plus® is available in three screen sizes for 

in-place or newly formed catch basins that utilize discharge 

pipes of 24 inches or less in diameter. Each screen can be 

adjusted at installation to accommodate low-flow stormwater 

events of 10 cfs or more. 

ADVANTAGES:

• Simple retrofits to existing catch basins

• Installs without heavy equipment 

• Quick and easy assembly

• Adjusts to irregular catch basin bottoms and/or walls

• Eliminates eyesore stormwater trash at public parks,  

 beaches and waterways

• Removes harmful nutrients and regulated metals

For more information about inlet protection,  
contact your local Geo and Stormwater specialist. 

Call 800-448-3636 or visit acfenvironmental.com to get started.



INSTALLATION REQUIREMENTS
The Trash Guard Plus® can be installed in a variety of catch basin configurations (or field 

conditions). In general, the Trash Guard Plus is mounted on the catch basin wall, centered over 

the outlet pipe. 

Before installing Trash Guard Plus, a hydraulic calculation should be performed to determine the 

maximum flow rate based on the depth of the catch basin and the size of Trash Guard Plus used. 

This calculated model will determine the maximum flow rate with no obstructions or varying 

amounts of trash build-up and determine the drainage area required to support the calculated 

flow rate. Allowable trash build-up and drainage area required for trash build-up will determine 

maintenance frequency. 

If catch basin conditions allow an increased flow rate and additional vertical capacity is desired, 

a model can be calculated to determine flow rate when extending Trash Guard Plus from 1-7 

inches from the catch basin wall. As above, this calculated model will determine the maximum 

flow rate with no obstructions or varying amounts of trash build-up.
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Several other installation options are available. 

WARNING: Improper installation of the Trash Guard Plus or failure to keep the area around the Trash Guard Plus 

free from sediment, debris and litter after installation may result in clogging of the stormwater drainage system 

and increase the risk of flooding during times of heavy rainfall. It is important to clear sediment, debris and litter 

from around the Trash Guard Plus at least four (4) times a year and more frequently in areas with large amounts  

of vegetation or litter. Please contact your local Trash Guard Plus distributor with any questions regarding installation 

or regular maintenance requirements.
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